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A’A\Nx @ Machine Bolt and Nut with
9/16” @ hole (Shop or field drill)
in top flange. Remove bolt after
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PART CROSS SECTION
THRU EXPANSION JOINT

—¢ 1/2” © Countersunk

(Form flush with curb)

@ concrete vent noles

PART SECTION THRU

JDINT SEAL

Size of armor
OE@ + 3/47. H
MinTmum t+hickne
1f a seal size
he movement r
for the armor

Payment for furnishing, coating or galvanizing and instal
or

the structural

cofplets]y ocoversd by the contract unit price for Preformed
Cofpression Joint seal

DETAILS OF PREFORMED COMPRESSION JOINT SEAL AT INT. BENT NO.

Note: Ti

s drawing is not to scale.

Fol low dimensions.

Sheet No.

of

7/8” from the roadway
face of plate to seal

Proj. No. 7 Shest 7

GENERAL NOTES

Expansion joint system shall

be fabricated in one seotion, except
is over 50 feet. A

be required.
be ground flush t6 provide a smooth surface. The

be fabricated and installsd fo the
orown and grade of the roadway.

Plan dimensions are based on instal lation at 60°F. The expansion
9ap and other dimension shal | be incregsed or decrsased ___" for

€ach 10° fall or rise in femperature at instaliation.
Structural steel for the expansion joint system shall be ASTM ATO9
Grade 36. Anchors for the expansion joint system shall be in

accordance with Sec 1037. Preformed bompression sedl expansion joint
systems shal | be in accordance with Seo 717.

Structural steel for the exparsion joint system and ourb plate shall
be coated with a minimum of two coats of inorganic zinc primer (5 mils
minimum) or galvanized in dccordance with ASTM A123.  Anchors need
not be protected from overspray.

Concrete shall be forced under armor angle and around anchors.
eonsol idation of the concrete shall be achieved by localized
vibration.

Proper
internal

rejnforcing stes!

Long! tudinal
#1” from vertica

be more than
systefm.

shal | be plased so that ends shall not
leg of angle at the expansion joint

ad tons_expansion or a

nsert. The m mum ultimate pul lout
capacity for these anchors shal | be 2700 Ibs in f'c = 4000 psi
concrete. Lead anchors will not be permitted. Holes in the barrier
curb for anchors shall not be dr the concrete is at least
T days old.
Bevel curb bent
plate on roadway 2]
face
c
Bevel curb bent
plate t6 1/4”
SECTION C-C
PART ELEVATION
AT _END OF
BEVELED CURB
BENT PLATE
TABLE OF TRANSVERSE BRIDGE SEAL DIMENSIONS
Soal
e | @ © o
2.5" 1-5/8 Marufacturer’s Recommended Height 0.9”
3.0" 1-1/8 Manufacturer’s Recommended Height 1.0”
3.5 2-1/4" |Manufacturer's Recommended Helght
4.0" 2-5/8" |Manufacturer's Recommended Height
4.5 2-3/4" |Manufacturer’'s Recommended Helght
5.0" 2-1/8 Manufacturer’s Recommended Height
Note: Depth of seal shall not be less than width of seal
angle: Vertical leg of angle shall be a m mum
orizontal leg of angle sha be a minimum of 3”.

ess of angle shall be 1/27.
larger than that indicoted on the plans is used.
ange. the opening at 60°F and al | dimensions
angies shall be shown on the shop drawings.

stee | +he expansion joint will be considered

Sysfem.
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